Safety Area Checklist 2N
45
Area : "g),-

Crew
Date UtahStateUniversity
PPE Compliant Non-Compliant N/A
Are the following used or available?

Head protection.....Hard hat, impact helmet

Eye Protection..... Glasses, shields, or goggles

Hearing protection.....earmuffs, earplugs

Hand protection.....gloves (appropriate)

Clothing.....appropriate for the work, Tyvek, splash aprons, reflective
Foot protection.....slip-resistant, safety-toed, puncture-resistant soles
Do employees consistently wear the appropriate PPE?
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Electrical Compliant Non-Compliant N/A
Are the following in compliance?

An effective Lockout/Tagout program

Frayed or damaged electrical cords

Electrical cords have grounding prongs

All electrical tools are in good and undamaged condition
GFCI protection used when applicable

Electrical PPE tested
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Automated External Defibrillators (AEDs) Compliant Non-Compliant N/A
Are the following in compliance?

Status indicator is green or blinking green (if red it is non-compliant)

Pads will not expire in the next 3 months

1
2

3|No audible beeping sound every 30 seconds
4|AED Box alarms (locally) when opened
5
6

AED location is correct according to http://www.usu.edu/map/ (Emergency)

Location of AED inspected:

Walking-working Surfaces and Fall Protection Compliant Non-Compliant N/A
Ladders are in good condition and have the appropriate weight capacity and length

Ladders are in good condition and appropriate load rating and length (the rungs are in
place, braces, screws and bolts are all in place, rope is not worn or frayed, no splinters
or sharp edges, the safety feet are secure and in place, and metal ladders are not
dented or bent)

—_

Proper ladder use- 3points of contact, face the ladder, stay centered, stay off top two
steps, 4 to1 ratio, ladder extends 3 feet past point of support

N

Harness hardware (buckles, D-ring, back pad, loop keepers) is in good working
condition, PVC coated hardware is free of cuts, rips tears, and holes, webbing is free of
frays, cuts, mold, burns, and discoloration

w

4 |Fixed ladders over 24' are equipped with personal fall arrest systems

Surfaces elevated more than 4 feet above the floor or ground have guardrails, safety net
systems, or a personal fall arrest system

)]
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Machine Guarding Compliant Non-Compliant N/A
Are the following in compliance?

-_—

Signs are posted, when appropriate

Machine guards are on appropriate places.....Nip points, rotating equip.,
Flying chips or sparks, belts or gears, parts that impact or shear

N

Guards on machine are in good condition

Guards on machine are in the proper placement

Do guards allow for safe lubrication of equipment without being removed

| O |h|w

Are interlocks in place and not bypassed

Hazard Communication Compliant Non-Compliant N/A
Are the following in compliance?

A list of hazardous substances used in the workplace is maintained and
readily available

Each container of a hazardous substance (vats, bottles, storage tanks) is
2|labeled with product identity and a hazard warning(s) (communicating the
specific health hazards and physical hazards)

Safety Data Sheets are readily available to each employee at all times for
every hazardous substance used

w

There is an effective employee training program for hazardous substances
provided by the supervisor

Ariel Lifts Compliant Non-Compliant N/A
Are the following in compliance?

All personnel have received appropriate training from safety office

Appropriate fall restraint ( body belt and lanyard) is used for boom lifts

Pre-star inspection is performed each day

Appropriate PPE is worn ( Hard hat, safety glasses, steel toe shoes)

Daily functional tests are performed
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Use area is free of hazards: caught between, ejection/fall, electrocution, falling
objects

Housekeeping Compliant Non-Compliant N/A
Are the following in compliance?

Keep all tools and materials in their proper place when not in use

Keep sharp edges sheathed

Keep the floor clear at all times

Keep cords, cables, and air hoses above floor level

Keep aisles, passageways, and sprinklers clear

Close all drawers

Keep wires and cords untangled

Don’t let dust or lint build up on machinery or work surfaces
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Eye wash, showers, and emergency equipment accessible
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Fire Protection Compliant Non-Compliant N/A
Are the following in compliance?
Hot Work Permit is obtained from fire marshal when welding, soldering, torch
cutting inside or on any USU building
2 |Keep cords away from heat and water
Keep flammabile liquids in approved airtight metal containers, away from
ignition sources (hot water heaters, smoking areas, open flames etc.)
4 Dispose of flammable scrap in tight, closed metal containers that are emptied
daily
5 Are extinguishers clearly identified with unobstructed signs visible from a
distance
6 Are extinguishers easily accessible to those who may need to use them
7 |Are they mounted at a reasonable height
8 Can they be reached and removed without the use of a ladder or special
equipment
9|ls pressure gauge level in the green
10|Hose and housing in good condition
Compressed Gas Compliant Non-Compliant N/A
Are the following in compliance?
1]|Cylinders are stored in upright positions and secured
Cylinders are stored away from highly flammable substances,
electrical connections, gas flames or other sources of ignition
3 Students/employees are prohibited from using compressed gases (air)
to clean clothing or work surfaces
4|Flammable gases separated from oxidizing gases in storage areas
5[ Oxygen and fuel gas cylinders separated by a minimum of 20 feet
6| Storage rooms for cylinders dry, cool, and well- ventilated
7 The storage area permanently posted with the names of the gases
stored in the cylinders
Cylinders have their contents and precautionary labeling clearly marked
on their exteriors
9{Valve covers are in place when cylinders are not in use
10|Cylinders stored so they do not interfere with exit paths
11] All compressed gas cylinders have safety pressure relief valves
12| Cylinders always maintained at temperatures below 125°F
13|Charged or full cylinders labeled and stored away from empty cylinders
14 Free of corrosion, pitting, cuts, gouges, digs, bulges, neck defects,
rusting, and general distortion
15]|Valves closed when not in use
16| Cylinders always moved by a suitable hand truck?
Bloodborne Pathogens Compliant Non-Compliant N/A

Are the following in compliance?

Suitable Personal Protective Equipment (Goggles, gloves, etc.)

Annual training available and attended

Biohazard bags available

Exposure Control Plan available

Disposal procedures followed
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Please Identify remediation plan for all Non-Compliant designations

Section and line number Description of Plan Date completed

All person conducting Audit, Please Print and Sign.

By signing below, | certify that the specified area above has been inspected and
has been found to be compliant with this prescribed audit. Furthermore all non-
compliant deficiencies have been remediated and corrected.

| Printed Name Signature
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